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G-10 90' MONITOR TELESCOPE 

This  no te  updates  and supplements AGS Tech Note No. 73 dated 

February 18, 1970. ' 

The p resen t  e l e c t r o n i c s  c o n f i g u r a t i o n  i s  shown i n  F i g .  1. The m u l t i p l e x e r  

ou tputs  are sent  t o  t h e  Main C o n t r o l  Room and t o  t h e  Targe t  Desk where i t  i s  

f u r t h e r  mul t ip lexed  f o r  d i s t r i b u t i o n  t o  experimenters .  

The c u r r e n t  performance of the  monitor ,  us ing  the G-10 t a r g e t  i n  F ig .  2 ,  
L2 0 i s  contained i n  the t a b l e ;  monitor  counts  are  normalized t o  10 pro tons  c i r c u -  

l a t i n g .  

us ing  a v a r i e t y  of  i n d i c a t o r s  i n  t h e  Main Control  Room, and a f t e r  a previous  

mylar f o i l  run  which showed t h e  beam c e n t e r l i n e  a t  t h e  t a r g e t  t o  be w i t h i n  ,007 

i n .  of t h e  t a r g e t  he igh t .  

These d a t a  were t aken  a f t e r  G - 1 0  t a r g e t i n g  e f f i c i e n c y  had been opt imized 

S igna l  

T r i p l e s  
A S - B  
A + C  
B + C  
A 
B 
C 

WA = 1.768 kV 
HVB = 2.081 k V  
HVC = 1.860 kV 

12 
CountsllO pro tons  

1430 * 2% 
1690 
1710 ' 

19 10 
3820 
3770 
3290 

This  monitor i s  c a l i b r a t e d  p e r i o d i c a l l y  and any s i g n i f i c a n t  d e v i a t i o n s  i n  

performance w i l l  be publ ished.  
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